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4.36 Equipment Storage
(5) All utensils and equipment such as skimmers, tanks, tubs, measures,
colanders, and paddles are thoroughly scoured until clean, using warm
water and soap or an alkali cleanser.
(6) Cleaning js performed within two hours after the day's operations
have ceased.
(7) Air pipes in blowers are removed daily at the end of packing ope-
rations and their interior and exterior surfaces are thoroughly cleaned.
4.35 Bactericidal Treatment-All packing room equipment such as skim-
mers, tanks, tubs, measures, colanders, and paddles, which come in con-
tact with shucked shellfish, shall be sterilized after, cleansing.
Cleansing and sterilizing operations shall be carried on within three
hours of the terminating of each day's operation and equipment be stored
until used in a place where it will be protected from contamination. Large
equipment which cannot be stored in a protected place shall be cleaned
at the end of each day's operation and be subjected to bactericidal treat-
ment immediately before use.
Public Health Reason: Since mere cleansing of utensils and equipment
with which shucked shellfish come in contact does not Insure that all
disease organisms which may be present will have been removed or
destroyed, it becomes necessary to apply bactericidal treatment to such
equipment. Even very small numbers of organisms may be sufficient to
seed packed shellfish and grow to dangerous proportions before being
consumed.
Satisfactory Compliance: This item shall be deemed to have been satisfied
if:
The articles above enumerated have been subjected to one or more of
the bactericidal treatments described in 4.21, p 32, in accordance with the
satisfactory compliance requirements stated therein.
4.36 Equipment Storage--Ali equipment with which shucked shell-
fish in the packing room come in contact shall, after thorough bactericidal
treatment, be stored in such manner as will protect it from contamination
before it Is again put to use.
Public Health Reason: All of the precautions taken in sterilizing equip-
ment may be undone by improper storing of the equipment following
treatment.
Satisfactory Compliance: This item shall be deemed to have been satisfied
if:
4.37 Packing Shucked Stock
4.38 Replacing Shucked Stock
(1) The equipment is stored in a cabinet where it will be protected
from dust, drippings, splashings, flies, rodents, domestic animals, or
handling. The utensils may remain in the steam chest in which steriliza-
tion has taken place or in the hot water vat or tank in which bactericidal
treatment has been applied if they are fully protected from contamination
prior to use, or


